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28-0060-30000  

PARCEL NUMBER(S):

  WISCONSIN

  SAUK COUNTY,

  TOWN OF PRAIRIE DU SAC,

  SECTION 3, T.9N, R.6E,

  PART OF THE SE 1/4 OF THE NE 1/4;
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ENGINEERS, INC. DOES NOT WARRANT THE ACCURACY OF THESE 

THIS MAP SHALL BE VERIFIED BEFORE BEING UTILIZED. EDGE CONSULTING 

THE ACCURACY OF THE CONTROL POINTS AND BENCHMARKS SHOWN ON 8.  

 

DIGGERS HOT LINE, AT 1.800.242.8511.
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MATERIAL STORAGE

APPROX. AREA FOR FUTURE 

MATERIAL STORAGE

APPROX. AREA FOR FUTURE 

22.77 ACRES

LOT 3

6.09 ACRES

LOT 1

5.68 ACRES

LOT 2

6
5

'-
0

"
6

6
'-

0
"

65'-0"

65'-0"

4
0

'-
0

"

70'-0"

70'-0"

6
6

'-
0

"

5.45 ACRES

 PART OF LOT 3

LEASE AREA & CUP LIMITS
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150'-0"
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MIN. LANDSCAPE SURFACE RATIO:

MAX FLOOR AREA RATIO:

SECURITY FENCE SETBACKS:

INTERIOR SIDE & REAR:

FRONT & STREET SIDE:

PAVEMENT SETBACKS

CLASSIFICATION:

PROPOSED ZONING 

20% (41% PER PLAN)

0.25 (0.0 PER PLAN)

2 FT

5 FT

10 FT

(BUSINESS RURAL)

B-R

13,500 SF (5.7%)

79,369 SF (33.3%)

4,691 SF (2.0%)

97,560 SF (41.0%)

140,389 SF (59.0%)

0 SF (0%)

140,389 SF (59.0%)

237,949 SF

AO-H (AIRPORT OVERLAY DISTRICT)

ZONING SUMMARY*

SITE COVERAGES

PRAIRIE DU SAC EXTRATERRITORIAL ZONING

**PER FIGURE 10-1-0404(b), NOTE 'g',

EXTRATERRITORIAL ZONING, CHAPTER 10-1-0204(m)

*PER VILLAGE OF PRAIRIE DU SAC 

FROM APPROX. 821' TO 802'

EXISTING GROUND CONTOURS VARY 

SEA LEVEL FOR THIS DEVELOPMENT:  891'

MAX STRUCTURE HEIGHT ABOVE MEAN 

STORMWATER FACILITIES:

LAWN/TURF AREA:

LANDSCAPE AREA:

TOTAL PROPOSED PERVIOUS AREA:

PAVEMENT AREA:

ROOF AREA:

TOTAL PROPOSED IMPERVIOUS AREA:

CUP/LEASE AREA:

EX. GRAVEL ACCESS DRIVE

U
S

 H
W

Y
 1

2

R
IG

H
-O

F
-W

A
Y

70' WIDE EXISTING ACCESS EASEMENT

NEW LEASE LINE

MANAGEMNET EASEMENT

40' WIDE EXISTING STORMWATER 

ACCESS EASEMENT

66' WIDE EXISTING 

EASEMENT

STORMWATER CONVEYANCE 

65' WIDE EXISTING 

 CONVEYANCE EASEMENT

65' WIDE EXISTING STORMWATER R
IG

H
-O

F
-W

A
Y

PROPERTY LINE

PROPERTY LINE

PROPERTY LINE

70' WIDE EXISTING ACCESS EASEMENT

MANAGEMNET EASEMENT

65' WIDE EXISTING STORMWATER 

NEW LEASE LINE
5' PAVEMENT SETBACK

30' BUILDING SETBACK

EARTH BERM; SEE DETIAL C/C-501C.

16' SWING GATE; SEE DETAIL D/C-501B.

PERIMETER FENCE; SEE DETAIL D/C-501A.

KEYNOTES: (THIS SHEET)

A

A
B

C

C

060' 60'

22" x 34" - 1" = 60'

11" x 17" - 1" = 120'SCALE:

120'

5
' 
P

A
V

E
M

E
N

T
 S

E
T

B
A

C
K

3
0
' 
B

U
IL

D
IN

G
 S

E
T

B
A

C
K

5' PAVEMENT SETBACK

30' BUILDING SETBACK

1
0
' 
P

A
V

E
M

E
N

T
 S

E
T

B
A

C
K

3
0
' 
B

U
IL

D
IN

G
 S

E
T

B
A

C
K

COVERAGE LEGEND:

DETAIL A/C-502)

AREA (SEE 

BIOFILTRATION 

RESTORATION

TURF GRASS 

DETAIL B/C-501)

SURFACE (SEE 

NEW GRAVEL 

DETAIL A/C-501)

PAVEMENT (SEE 

NEW ASPHALT 

22.77 ACRES

LOT 3

6.09 ACRES

LOT 1

5.68 ACRES

LOT 2

5.45 ACRES

PART OF LOT 3

LEASE AREA & CUP LIMITS
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P
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C-103

G
R

A
D
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G
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R
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S
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N
 C

O
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T
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O
L
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L

A
N

30' 0 60'30'

22" x 34" - 1" = 30'

11" x 17" - 1" = 60'SCALE:
STABILIZATION. 

UNTIL FINAL SITE PAVING AND/OR 

CONTRACTOR AND KEPT IN PLACE 

INSTALLATION, MAINTAINED BY THE 

INSTALLED IMMEDIATELY AFTER INLET 

ROADWAYS. DEVICES TO BE 

INLETS WITHIN ADJACENT PUBLIC 

IMMEDIATE DOWN STREAM STORM 

INSTALLED AT ALL ON-SITE INLETS AND 

INLET PROTECTION SHALL BE 7.

AREA.

FINISH GRADING IS COMPLETE ON ANY 

STABLIZED WITHIN 72 HOURS AFTER 

ALL FINISH GRADED AREAS SHALL BE 6.

SITE SEDIMENT DEPOSITS. 

ROADWAYS DAILY TO REMOVE OFF-

CONTRACTOR SHALL SWEEP 5.

PERMIT COMPLIANCE.  

CONTRACTOR WHILE MAINTAINING 

BE ADJUSTED IN THE FIELD BY 

ACTUAL LOCATIONS AND TYPE SHALL 

SHOWN ARE THE MINIMUM REQUIRED.  

THE EROSION CONTROL ITEMS 4.

GREATER WHICH RESULTS IN RUNOFF.  

PRECIPITATION EVENT 0.5 INCHES OR 

WITHIN 24 HOURS AFTER A 

PRACTICES ON A WEEKLY BASIS AND 

CONTROL BEST MANAGEMENT 

THE EROSION AND SEDIMENT 

THE CONTRACTOR SHALL INSPECT 3.

PHASE OF THIS PROJECT.

THROUGHOUT THE CONSTRUCTION 

OPERATIONS AND MAINTAINED 

BE INSTALLED PRIOR TO ANY GRADING 

EROSION CONTROL MEASURES SHALL 2.

DNR AND VILLAGE OF PRAIRIE DU SAC.

REQUIREMENTS FROM WISCONSIN 

WITH APPROVED PERMIT 

ALL CONTRACTORS SHALL COMPLY 1.

PROJECT ACCEPTANCE.

EROSION CONTROL MEASURES AFTER 

SUBSTANTIAL COMPLETION. REMOVE ALL 

OF ALL SITE CONSTRUCTION AND PRIOR TO 

STORM WATER FACILITIES AFTER COMPLETION 

CONTRACTOR TO REMOVE SEDIMENT FROM 13.

CONSTRUCTION.

GRADED BASIN AS A SEDIMENT BASIN DURING 

THE CONTRACTOR SHALL USE THE ROUGH 

BIORETENTION SOIL MIX AND CLEAR STONE, 

PRIOR TO THE INSTALLATION OF THE 12.

APPROVED MEANS.

VEGETATIVE COVER, TARPS, OR OTHER 

DAYS SHALL BE STABILIZED BY MULCHING, 

SOIL STOCKPILES EXISTING FOR MORE THAN 7 11.

SQUARE FEET.  

THE RATE OF SEVEN POUNDS PER 1,000 

THAN 8%.  FERTILIZER SHALL BE APPLIED AT 

ACID, NOT LESS THAN 8%; POTASH, NOT LESS 

NITROGEN, NOT LESS THAN 16%; PHOSPHORIC 

MEET THE REQUIREMENTS THAT FOLLOW:  

PER 1,000 SQUARE FEET.  FERTILIZER SHALL 

SHALL BE APPLIED AT A RATE OF FOUR POUNDS 

SECTION 630 OF WDOT SPECIFICATIONS AND 

SHALL BE MIXTURE 40 IN ACCORDANCE WITH 

FERTILIZER, SEED, AND EROSION MAT.  SEED 

SEEDED GRASS AREAS SHALL RECEIVE 10.

SLOPES TO BE RESTORED AS TURF GRASS.

PLACED AND STAPLED ON ALL DISTURBED 

WDOT CLASS 1, TYPE B, EROSION MAT SHALL BE 9.

GRADE.  

TO BE INSTALLED 4 INCHES (MIN) BELOW 

REACH HALF HEIGHT OF BARRIERS TYP.  FABRIC 

FROM BEHIND SILT FENCE WHEN DEPOSITS 

THIS PROJECT.  SEDIMENT TO BE REMOVED 

THROUGHOUT THE CONSTRUCTION PHASE OF 

GRADING OPERATIONS AND MAINTAINED 

SILT FENCE SHALL BE INSTALLED PRIOR TO ANY 8.

P: 812.85 P: 812.85

HP: 813.85 HP: 813.85

P: 812.00 P: 812.00

P: 812.30

BERM: 813.50HP: 812.68

FL: 812.00

FL: 810.75

HP: 812.00

BERM

LEGEND: (THIS SHEET)

973'

973'

XXXX'

EROSION MAT

LIMITS OF DISTURBANCE

SILT FENCE

PROPOSED DRAINAGE PATH

BC = BACK OF CURB

LP = LOW POINT

HP = HIGH POINT

FL = FLOW LINE

P = PROPOSED FINISHED GRADE

E = EXISTING GRADE

SPOT ELEVATIONS

PROPOSED CONTOUR GRADES

EXISTING CONTOUR GRADES

FL: 807.54

HP: 812.00

BERM

HP: 812.00

BERM

FL: 808.30

E: 813.20

ASPHALT ROAD

MATCH INTO EXISTING 

HP: 813.85

FL: 808.80

EROSION CONTROL GENERAL NOTES

GRADING PLAN GENERAL NOTES

MAXIMUM DRY DENSITY (MODIFIED PROCTOR).

EXCEED 10-INCHES AND COMPACTED TO 95% 

FILL AREAS SHALL BE BUILT UP IN LAYERS NOT TO 4.

PRIOR TO PAVEMENT OR CURB INSTALLATION.

DUMP TRUCK, OR OTHER APPROVED VEHICLE, 

BE PROOF ROLLED WITH A LOADED QUAD-AXLE 

ALL PAVED AREA SUBGRADE AND BASE COURSE TO 3.

EROSION MAT. 

INSTALL 6" MIN. TOPSOIL, SEED AND MULCH OR 

SUBGRADE BY TILLING UP COMPACTED SOILS.  

AREAS) TO LAWN TYPE GRASS. PREPARE 

RESTORE ALL TURF AREAS (INCLUDING STAGING 2.

POSITIVE DRAINAGE IN ALL AREAS. 

FINISHED SITE TO BE GRADED TO MAINTAIN 1.

BREAK LINE

NEW LEASE LINE

NEW LEASE LINE
P

R
O

P
E

R
T

Y
 L

IN
E

P
R

O
P

E
R

T
Y

 L
IN

E

SEE SHEET C-502

BOTTOM AREA: 4,500 SF

BOTTOM ELEV: 810.85

BIORETENTION BASIN #1

SEE SHEET C-502

BOTTOM AREA: 9,000 SF

BOTTOM ELEV: 808.50

BIORETENTION BASIN #2
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30' 0 60'30'

22" x 34" - 1" = 30'

11" x 17" - 1" = 60'SCALE:

(OUTFALL #01)

 OUTFALL STRUCTURE

BIORETENTION BASIN #1

(OUTFALL #02)

 OUTFALL STRUCTURE

BIORETENTION BASIN #2

P1

P2

CUL-1

NEW LEASE LINE

NEW LEASE LINE
P

R
O

P
E

R
T

Y
 L

IN
E

(SEE DETAIL C/C-502)

20' X 450' - 9,000 SF

BIORETENTION BASIN #1

(SEE DETAIL C/C-502)

20' X 450' - 9,000 SF

BIORETENTION BASIN #2



 INADEQUATE SUBGRADE)

(WHERE REQUIRED FOR

 MIRAFI HP 270 OR EQUIVALENT

WOVEN GEOTEXTILE FABRIC,

FINISH GRADE

BERM
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TO
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6" MIN. OF

CORE WITHIN BERM
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C-501

S
IT

E
 D

E
T

A
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S

COMPACTED SUBGRADE

8" - 3" BREAKER STONE

 GRADED BASE AGGREGATE
" COMPACTED DENSE4

-1
4" - 1

 (WDOT "4 LT 58-28 S" UPPER LAYER)
" HOT MIX ASPHALT (HMA) PAVEMENT4

-3
1

APPLY TACK COAT BETWEEN LAYERS1.

NOTES:

A
SCALE:   NTS

ASPHALT PAVEMENT SECTION

WDOT "3 LT 58-28 S" LOWER LAYER)
" HOT MIX ASPHALT (HMA) PAVEMENT (4

-1
2

COMPACTED SUBGRADE

" DENSE GRADED BASE4
-1

4" - 1

B
SCALE:   NTS

GRAVEL SURFACE SECTION

KEY NOTES: (THIS DETAIL)

3
"
 C

L
E

A
R

B
A

E

K

J

L

O

M

H

I

N

G

C

F

UNDISTURBED SOILS

P

7
'-

0
"

16'-0" DOUBLE-SWING ACCESS GATE WITH 3'-0" WIDE SNOW GATE10'-0" MAXIMUM SPACING

7'-6" 7'-6"
A

O

H

L
N

D

4'-0" WIDE MAN-GATE
LOCATION

AT UTILITY SERVICE 

LOCATE MAN-GATE 

VERTICAL GATE BRACES

1-1/4" (1.66" O.D.) SCH. 40 GALV. STEEL HORIZONTAL AND M.

1-1/2" (1.9" O.D.) SCH. 40 GALV. STEEL FENCE GATE FRAMEL.

TENSION WIRE (7 GAUGE)K.

3/4" TENSION BAND (TYP.).J.

FENCE FABRIC

3/16" x 3/4" STRETCHER BAR; TO EXTEND FULL HEIGHT OF I.

5/16" O.D. TRUSS ROD WITH TRUSS TIGHTENER ASSEMBLYH.

OFFSET BRACE RAIL ENDS FOR MID BRACE RAILG.

Q

Q

GATE LOCKR.

6" x 6" HANDHOLE FOR CHAIN LOCKQ.

TWISTED TOP SELVAGE AND KNUCKELD BOTTOM SELVAGE

#9 GAUGE GALV. COATED, 2" DIAMOND PATTERN CHAIN LINK;

FENCE FABRIC;P.

VERIFY REQUIREMENTS WITH FENCE MANUFACTURER

GATE LATCH;O.

MALLEABLE BUTT HINGES (TYP.)N.

1-1/4" (1.66" O.D.) TOP RAIL & MID BRACE RAIL PIPEF.

FENCE POST CAP (SIZE VARIES)E.

SEE DETAIL BELOW

12" DIA. AT GATE & CORNER POSTS, 10" DIA. AT LINE POSTS

CONCRETE POST FOUNDATION;D.

SEE NOTE #1

LINE POSTS SHALL BE EQUALLY SPACED AT MAXIMUM 10'-0" O.C;

2" (2-3/8" O.D.) SCH. 40 GALV. STEEL LINE POSTS;C.

2-1/2" (2-7/8" O.D.) SCH. 40 GALV. STEEL CORNER POSTB.

3-1/2" (4" O.D.) SCH. 40 GALV. STEEL GATE POSTA.

EVENLY SPACED

IF DRIVEN, DRIVE LINE POSTS TO 60" DEPTH MINIMUM.

ALL FENCE POSTS AND FRAMING TO BE SCH. 40 GALVANIZED STEEL. SEE DETAIL FOR SIZES.2.

SEE DETAIL FOR DEPTH AND FOOTING REQUIREMENTS. 

ALL LINE POSTS MAY BE EITHER DRIVEN OR SET IN CONCRETE AT CONTRACTORS OPTION. 1.

 

NOTES:

12"

6
0

"
 M

IN
. 6

"
3
"

6
0

"
 M

IN
.

3
"

12"

6
"

6
0

"
 M

IN
.

3
"

12"

6
"

6
0

"
 M

IN
.

3
"

12"

6
"

6
0

"
 M

IN
.

3
"

12"

6
"

D

3
"

10"

4
8

"
 M

IN
. 6

"

SEE NOTE #1

HEAVY HALF
LIGHT HALF

T
R

R

NOT APPLICABLE

MAN DOOR DETAIL

COMPOUND FENCE
D

C
SCALE:   NTS

EARTH BERM

8" - 3" BREAKER STONE
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EXISTING

GROUND

EXISTING 

C-502

S
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 D

E
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S

A
SCALE:   NTS

BIORETENTION OUTFALL STRUCTURE

 SUBGRADE

EXISTING

3'-0" DIA.

 GRADE

FINISHED

 INVERT ELEVATION)

 PLAN FOR SIZE AND

ORIFICE  (SEE UTILITY

 STRUCTURE

PRECAST OUTFALL

(SEE UTILITY PLAN FOR RIM ELEVATION)

HAALA CG36TM TOP MOUNT CONE GRATE 

AGGREGATE BASE (MIN)

6" CRUSHED 

(SEE UTILITY PLAN)

DISCHARGE INVERT 

MATERIAL )

DIAMETER, SLOPE, & 

(SEE UTILITY PLAN FOR 

DISCHARGE PIPE

GRADE

FINISHED 

1
'-

6
"
 S

U
M

P

LINE

SPRING

PROCTOR

MODIFIED

90%

PROCTOR

90% MODIFIED

PROCTOR

95% MODIFIED

6"

1
2

"

6"

3
'

MIN. CLEAR. WIDTHOR SUBGRADE

PAVEMENT SUBGRADE

STONES LARGER THAN 8"

FREE FROM FROZEN CLODS &

SELECT GRANULAR MATERIAL

BACKFILL MATERIAL,

TRACER WIRE, TYP.

MARKING TAPE &

STONE CHIPS

3/8" CLEAR CRUSHED

COVER MATERIAL

MODIFIED PROCTOR

STONE CHIPS 90% 

3/8" CLEAR CRUSHED 

BEDDING MATERIAL

3" MIN UNDER BELL.

UNDER BARREL & 

SETTING PIPE 4" MIN. 

TO BE PLACED BEFORE 

INITIAL BEDDING MATERIAL

 OWNER

WITHOUT EXTRA COST TO

REQUIRED IN WET TRENCH 

3" OF CRUSHED STONE 

B
SCALE:   NTS

PIPE BEDDING DETAILS

SOIL MIX

ENGINEERED

C
SCALE:   NTS

BIORETENTION AREA DETAIL

ELEVATION

BOTTOM OF BASIN 

EROSION MAT (TYP.)

(MIN) TOPSOIL, SEED, AND 

RESTORE SLOPES WITH 6" 

(SEE DETAIL D, THIS SHEET)

ENGINEERED SOIL

4:1 M
AX

SCALE:   NTS
D

SCALE:   NTS

STORMWATER BASIN CROSS SECTION

OR TURF GRASS.

THE PERIMETER OF THE ENGINEERED SOIL UNTIL ALL UPSTREAM SLOPE AREAS HAVE BEEN STABILIZED WITH PAVEMENT 

AFTER PLACEMENT OF THE ENGINEERED SOIL AND PLANTINGS, SILT FENCE SHALL BE PLACED CONTINUOUSLY AROUND 2.

BASIN AREA AS A SEDIMENT BASIN DURING CONSTRUCTION.

PRIOR TO THE EXCAVATION AND PLACEMENT OF THE ENGINEERED SOIL, CONTRACTOR SHALL USE THE ROUGH GRADED 1.

NOTES:

Blue Flag Iris

Path Rush

Long-Beaked Sedge

Running Marsh Sedge

Common Lake Sedge

Franks Sedge

Fringed Sedge

Riverbank Wild Rye

Wood Reed Grass

COMMON NAME:

Iris Virginica

Juncus Tenius

Carex Sprengelli

Carex Sartwelli

Carex Lacustris

Carex Frankii

Carex Crinita

Elymus Riparius

Cinna Arundinacea

LATIN NAME:

ACCEPTABLE BIORETENTION PLANTS:

M
IN2
'

EXISTING SAND LAYER

 LAYER

 CONTACT WITH EXISTING SAND

 FILL LAYER MUST BE IN DIRECT

 EXISTING SAND LAYER.  BOTTOM OF

 TO PROVIDE DIRECT INTERFACE WITH

ADDITIONAL EXCAVATION REQUIRED

EDITION, OR APPROVED EQUIVALENT.

501.2.5.3.4 (FINE AGGREGATE CONCRETE SAND) 2005 

HIGHWAY AND STRUCTURE CONSTRUCTION SECTION 

WISCONSIN STANDARDS AND SPECIFICATIONS FOR 

INCHES), ASTM C3 (FINE AGGREGATE CONCRETE SAND), 

SAND BACKFILL TO BE USDA COARSE SAND (.02-.04 8.

LIST HAS BEEN PROVIDED.

OF MOISTURE TOLERANT PLANTS.  AN APPROVED PLANT 

PLANTING SURFACE.  PLANT SPECIES TO BE A MIXTURE 

OVERSEED WITH NATIVE GRASS THROUGHOUT 

INSTALL PLANT PLUGS AT 24 INCHES ON CENTER AND 7.

REQUIREMENTS OF BIO-RETENTION AREAS.

REFER TO GRADING PLAN FOR LOCATION AND SIZE 6.

ESTABLISHMENT OF TRIBUTARY GRASS AREAS.

CONSTRUCTION COMPLETION AND VEGETATION 

DURING THE GROWING SEASON AFTER SITE 

FINISH GRADING AND PLANTING SHALL BE COMPLETED 5.

RESTORED TO TURF OR GRAVEL.

SOCK, OR BALES UNTIL ALL UPSTREAM AREAS ARE 

PROTECTED FROM SEDIMENTATION WITH SILT FENCE, 

DURING GRADING ACTIVITIES, THE SYSTEM SHALL BE 

WORK SUBSTANTIAL COMPLETION.  IF INSTALLED 

BIORETENTION AREAS SHALL BE INSTALLED AFTER SITE 4.

(COMPOST)

- 30% COMPOST:  SHALL MEET WDNR SPEC S100 

INCHES)

- 70% USDA POORLY GRADED COARSE SAND:  (.02 - .04 

ENGINEERED SOIL MIX MATERIALS TO INCLUDE:3.

0.5%

SLOPE ACROSS BIO-RETENTION AREA NOT TO EXCEED 2.

STANDARD 1004. 

TO MEET THE REQUIREMENTS OF WDNR TECHNICAL 

BIO-RETENTION AREA MATERIALS AND CONSTRUCTION 1.

BIORETENTION SYSTEM NOTES:

DETAIL A/C-503)

SAND BACKFILL (SEE 

ENGINEERED SOIL AREA (SEE SITE PLAN)

4:
1 

M
AX

T
H
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 S

P
A
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E
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E

N
T
IO

N
A
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L
Y
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E
F
T
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L
A

N
K

RIP RAP

12"-18" DIA. 

 RIP RAP

12"-18" DIA.

 EQUIVALENT)

(MIRAFI 140N OR

GEOTEXTILE FABRIC

EQUIVALENT)

(MIRAFI 140N OR 

GEOTEXTILE FABRIC

ROUND UP FRACTIONAL AREAS)

 1,000 SF OF BIORETENTION AREA (

 BOTTOM. ONE WELL REQUIRED PER

 VERTICALLY TO FOOTPLATE AT

 PLANTING SURFACE ANCHOR

 W/ SECURED CAP TERMINATE ABOVE

OBSERVATION WELL 6" SLOTTED PVC

NATIVE SOIL

UNCOMPACTED 

ENGINEERED SOIL AREA

WITHIN BOUNDARIES OF 

PLANTS ALONG BOTTOM 

MOISTURE TOLERANT 

IN PLACE WITH HARDWOOD STAKES.

OVER ENGINEERED SOIL. ANCHOR 

PLACE EROSION MAT (CLASS II) 

 ENGINEERED SOIL MIX

 FABRIC AROUND SIDES OF

WRAP GEOTEXTILE DRAINAGE
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NOTES

FL
OW
 D
IR

ECTI
ON

3'-0" M
AX.

3'-0" M
AX.

FLOW

2
'-

0
"

FOLD 3" MAX

 FABRIC ONLY

GEOTEXTILE

 WITH EXCAVATED SOIL

 COMPACT TRENCH

BACKFILL AND

 OR WOODEN LATH AND NAILS

 POSTS WITH WIRE STAPLES

ATTACH THE FABRIC TO THE

X 20" DEPTH IN GROUND

WOOD POSTS LENGTH 3'-4' 

 CORD

SUPPORT

 FABRIC

GEOTEXTILE

3'-0" M
AX.

3'-0" M
AX.

A
SCALE:   NTS

SILT FENCE DETAIL

ADDITIONAL POST DEPTH OR TIE BACKS MAYBE REQUIRED IN UNSTABLE SOILS.4.

8'-0" POST SPACING ALLOWED IF WOVEN GEOTEXTILE FABRIC IS USED.3.

WOOD POSTS SHALL BE A MINIMUM SIZE OF 1" X 1" OF HICKORY OR OAK.2.

TRENCH WITH EXCAVATED SOIL.

GEOTEXTILE FABRIC.  FOLD MATERIAL TO FIT TRENCH AND BACKFILL & COMPACT 

TRENCH SHALL BE A MINIMUM OF 4" WIDE & 6" DEEP TO BURY AND ANCHOR THE 1.

GENERAL NOTES

INSTALLATION NOTES, TYPE D

INLET PROTECTION, TYPE D

2

1

3

GRATE.

TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3" OF THE 6.

FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOD 2X4.5.

ENTIRE HEIGHT OF THE CURB BOX OPENING.

SECURED WITH STAPLES. THE WOOD SHALL NOT BLOCK THE 

ADDITIONAL 18" OF FABRIC IS WRAPPED AROUND THE WOOD AND 

FOR INLET PROTECTION, TYPE C (WITH CURB BOX), AN 4.

FACILITATE MAINTENANCE OR REMOVAL.

SHALL EXTEND A  MINIMUM OF 10" AROUND THE PERIMETER TO 

FINISHED SIZE, INCLUDING FLAP POCKETS WHERE REQUIRED, 3.

IMMEDIATELY.

MATERIAL FALLING INTO THE INLET SHALL BE REMOVED 

GEOTEXTILE FABRIC DOES NOT FALL INTO THE INLET. ANY 

SHALL BE TAKEN SO THAT THE SEDIMENT TRAPPED ON THE 

WHEN REMOVING OR MAINTAINING INLET PROTECTION, CARE 2.

BE  SUBSTITUTED.

WDOT'S EROSION CONTROL PRODUCT ACCEPTABILITY LIST MAY 

MANUFACTURED ALTERNATIVES APPROVED AND LISTED ON 1.

FROM THE BOTTOM OF THE BAG.

CLEARANCE. THE TIES SHALL BE PLACED AT A MAXIMUM OF 4" 

CINCH THE BAG, USING PLASTIC ZIP TIES, TO ACHIEVE THE 3" 3.

THE CONTRACTOR SHALL

BOTTOM OF THE OVERFLOW HOLES, OF 3". WHERE NECESSARY 

BETWEEN THE INLET WALLS AND THE BAG, MEASURED AT THE 

THE INSTALLED BAG SHALL HAVE A MINIMUM SIDE CLEARANCE, 2.

GRATE.

MEASURED FROM THE BOTTOM OF THE INLET TO THE TOP OF THE 

DO NOT INSTALL TYPE D IN INLETS SHALLOWER THAN 30", 1.

OR

FLAP POCKET

12
"

1
2

"

4
"

8
"

6"

3

1

3
WIRE OR PLASTIC TIES

SECURE TO GRATE WITH 

SIDES, LENGTH VARIES. 

GRATE WIDTH ON BOTH 

X 4", EXTEND 10" BEYOND 

CURB BOX USE WOOD 2" 

FOR INLETS WITH CAST 

ROD FOR REMOVAL

USE REBAR OR STEEL 

 WIDTH

 LENGTH AND

MATCH INLET

 FF

 FABRIC, TYPE

GEOTEXTILE

 FABRIC

 SINGLE PIECE OF

 MADE FROM

 BOTTOM TO BE

FRONT, BACK, & PANELS

HEAT CUT INTO ALL FOUR SIDE 

4" X 6" OVAL HOLE SHALL BE 

PIECES AND ON FLAP POCKETS

SEAMS ALL AROUND SIDE 

MINIMUM DOUBLE STITCHED 

C
SCALE:   NTS

INLET PROTECTION DETAILS

PLAN VIEW

SECTION VIEW

NOTES

WITH WDNR TECHNICAL STANDARD 1057

GEOTEXTILE FABRIC IN ACCORDANCE 

TRACKING PAD WILL BE UNDERLAIN WITH A 1.

PAVEMENT

EXISTING 

MATCH 

TRACKING PAD

3" CLEAR STONE 

EXISTING GROUND

EXISTING CONCRETE/ASPHALT

50' MIN LENGTH

D
R

IV
E

W
A

Y
 W

ID
T

H

50' MIN LENGTH

M
IN

1
2

"
 D

E
P

T
H

B
SCALE:   NTS

STONE TRACKING PAD

THI
S 

SPACE 
IN

TENTI
ONALLY 

LEFT 
BLANK
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NORTH

P
R
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L-101

G
R

A
D
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G

 &
 E

R
O

S
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N
 C

O
N

T
R

O
L
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L

A
N

30' 0 60'30'

22" x 34" - 1" = 30'

11" x 17" - 1" = 60'SCALE:

(6) PF - POTENTILLA

(8) BT - CONCORDE BARBERRY

(1) GT - THORNLESS HONEYLOCUST

(9) SJ - GOLDMOUND SPIREA

(1) GB - GINKGO

 HONEYLOCUST

(1) GT - THORNLESS

 BARBERRY

(8) BT - CONCORDE

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

 HONEYLOCUST

(1) GT - THORNLESS

 BARBERRY

(8) BT - CONCORDE

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

HONEYLOCUST

(1) GT - THORNLESS 

BARBERRY

(8) BT - CONCORDE 

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

 HONEYLOCUST

(1) GT - THORNLESS

 BARBERRY

(8) BT - CONCORDE

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(8) SJ - GOLDMOUND

 HONEYLOCUST

(1) GT - THORNLESS

 BARBERRY

(8) BT - CONCORDE

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(8) SJ - GOLDMOUND

 HONEYLOCUST

(1) GT - THORNLESS

BARBERRY

(8) BT - CONCORDE 

(6) PF - POTENTILLA

(1) GB - GINKGO

 SPIREA

(8) SJ - GOLDMOUND

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

(6) PF - POTENTILLA

HONEYLOCUST

(1) GT - THORNLESS 

BARBERRY

(8) BT - CONCORDE 

(6) PF - POTENTILLA

HONEYLOCUST

(1) GT - THORNLESS 

BARBERRY

(8) BT - CONCORDE 

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

(6) PF - POTENTILLA

HONEYLOCUST

(1) GT - THORNLESS 

BARBERRY

(8) BT - CONCORDE 

(1) GB - GINKGO

 SPIREA

(9) SJ - GOLDMOUND

EXISTING (13) EG - EVERGREEN

NEW LEASE LINE

P
R

O
P

E
R

T
Y

 L
IN

E
NEW LEASE LINE



2X BALL DIAMETER MIN.

TREE PIT WIDTH

2" TYP.

2X BALL DIAMETER MIN.

TREE PIT WIDTH

2" TYP.

A
 SCALE:   NTS

B
 SCALE:   NTS

D
 SCALE:   NTS

C
 SCALE:   NTS

BALL & BURLAP TREE PLANTING DETAIL PLANTING BED EDGE DETAIL

LARGE CONTAINER PLANTING DETAIL SMALL CONTAINER PLANTING DETAIL

L-102

L
A

N
D

S
C

A
P

E
 D

E
T

A
IL

S

OUTER EDGE OF ROOT BALL

4" HIGH EARTH SAUCER AT 

EDGE OF PLANTING HOLE

3" DEPTH OF MULCH TO OUTER 

AND FOREIGN PARTICLES

FREE OF SOIL CLUMPS, ROCKS, 

BACKFILL WITH EXISTING SOIL; 

UNDISTURBED GROUND

DOES NOT SHIFT

FOOT PRESSURE SO THAT 

BALL BASE FIRMLY WITH 

TAMP SOIL AROUND ROOT

OUTER EDGE OF ROOT BALL

4" HIGH EARTH SAUCER AT 

EDGE OF PLANTING HOLE

3" DEPTH OF MULCH TO OUTER 

AND FOREIGN PARTICLES

FREE OF SOIL CLUMPS, ROCKS, 

BACKFILL WITH EXISTING SOIL; 

UNDISTURBED GROUND

EVERY 6" AROUND PERIMETER

1" TO 2" DEEP VERTICAL CUTS 

TAMPED SOIL

UNEXCAVATED OR 

PLACE ROOT BALL ON 

FOREIGN PARTICLES

CLUMPS, ROCKS, AND 

SOIL; FREE OF SOIL 

BACKFILL WITH EXISTING 

UNDISTURBED GROUND

PLANTING HOLE

TO OUTER EDGE OF 

3" DEPTH OF MULCH 

OUTER EDGE OF ROOT BALL

4" HIGH EARTH SAUCER AT 

THAN 1/3 OF THE ORIGINAL PLANT MASS.

UNHEALTHY BRANCHES. DO NOT REMOVE MORE 

PRUNE ONLY AS NECESSARY TO REMOVE 7.

INSTALLATION.

WATER ALL PLANTS WITHIN 2 HOURS OF 6.

SOIL.

PLACE ROOT BALL ON UNEXCAVATED OR TAMPED 5.

TRUNK.

DO NOT PLACE MULCH IN CONTACT WITH TREE 4.

AND BURLAP FROM ROOT PRIOR TO PLANTING.

ENTIRE WIRE BASKET. REMOVE ALL TWINE, ROPE, 

AROUND THE ROOT BALL, CUT AND REMOVE 

IF PLANT IS SHIPPED WITH A WIRE BASKET 3.

DEEPER THAN THE HEIGHT OF THE ROOT BALL.

IS LOCATED. PLANTING HOLE MUST BE NO 

DETERMINED AND DUG AFTER THE ROOT FLARE 

DEPTH OF THE PLANTING HOLE SHOULD BE 2.

BALL WITH SOIL.

BALL. DO NOT COVER THE TOP OF THE ROOT 

ROOT FLARE IS VISIBLE AT THE TOP OF THE ROOT 

PLANT EACH TREE SUCH THAT THE BASE OF THE 1.

NOTES:

MORE THAN 1/3 OF THE ORIGINAL PLANT MASS.

PRUNE ONLY AS NECESSARY TO REMOVE UNHEALTHY BRANCHES. DO NOT REMOVE 7.

WATER ALL PLANTS WITHIN 2 HOURS OF INSTALLATION.6.

PLACE ROOT BALL ON UNEXCAVATED OR TAMPED SOIL.5.

DO NOT PLACE MULCH IN CONTACT WITH STEMS.4.

PLANTING HOLE MUST NOT BE DEEPER THAN THE HEIGHT OF THE ROOT BALL.3.

TOP OF THE ROOT BALL. DO NOT COVER THE TOP OF THE ROOT BALL WITH SOIL.

PLANT EACH SHRUB OR PERENNIAL SUCH THAT THE ROOT FLARE IS VISIBLE AT THE 2.

AROUND THE CIRCUMFERENCE OF THE ROOT BALL BEFORE PLANTING.

FOR 3 TO 10 GALLON CONTAINERS: MAKE 1" TO 2" DEEP VERTICAL CUTS EVERY 6" 1.

NOTES:

REMOVE MORE THAN 1/3 OF THE ORIGINAL PLANT MASS.

PRUNE ONLY AS NECESSARY TO REMOVE UNHEALTHY BRANCHES. DO NOT 7.

WATER ALL PLANTS WITHIN 2 HOURS OF INSTALLATION.6.

PLACE ROOT BALL ON UNEXCAVATED OR TAMPED SOIL.5.

DO NOT PLACE MULCH IN CONTACT WITH STEMS.4.

PLANTING HOLE MUST NOT BE DEEPER THAN THE HEIGHT OF THE ROOT BALL.3.

SOIL.

THE TOP OF THE ROOT BALL. DO NOT COVER THE TOP OF THE ROOT BALL WITH 

PLANT EACH SHRUB OR PERENNIAL SUCH THAT THE ROOT FLARE IS VISIBLE AT 2.

PLACE AGAINST BOTTOM OF THE MOUNDED PLANTING HOLE.

1/2 OF ROOTBALL WITH A SINGLE CUT. SPREAD OPEN SEVERED ROOT BALL AND 

FOR 1 TO 2 GALLON CONTAINERS: BUTTERFLY ROOT BALL. SEVER LOWER 1/3 TO 1.

NOTES:

T
H
IS
 S

PA
C
E
 I

N
T
E

N
T
IO

N
A
L
LY
 L

E
F
T
 B

L
A

N
K

HARDWOOD BARK MULCH

3" MIN DEPTH SHREDDED 

SPECIFICATIONS

PER MANUFACTURER'S 

ANODIZED BLACK; INSTALL 

LANDSCAPE EDGING, 

1/8" X 6" ALUMINUM 

PLANT BED)

TURF (ADJACENT TO 

TOPSOIL
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